DOWNLIGHTS
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The K75 downlight is an tiltable
recessed downlight, perfect for
spaces where lighting needs to be
efficient with low glare.

LIGHTALLIANCE

Projects (PTY) Ltd.
Partners in Lighting Solutions



K75

DOWNLIGHTS

BLED{ T B

APPLICATIONS

Public Buildings

Industrial Developments
Hospitality

Commercial Developments

Retail Developments
Shopping Malls

HOLE CUT OUT
ied 75mm @

58
PRODUCT SPECIFICATIONS o
LED Driver External
Input Voltage 220-240V
Dimming Options DALI, Other o
Flicker Rating <5% = el
Low Ripple Current Yes
Light Source LED
Power Factor >0.9
Available CCT 3000K, 4000K I 84 l
CRI >80
Lifetime Up to 50 000 hours
Application Temperature Ta-10°C to 40°C
Available Emergency N/A Bollom View Side View
Warranty 5 Years - T’s & C’s apply
IP Rating 20
Housing Material Aluminium Alloy
Finish White, Black
Diffuser Aluminium 36°
Mounting Recessed
CRI %0 CRI %0
. NOMINAL WATTAGE Ly 3000K 4000K
(W) NOMINAL FLUX NOMINAL FLUX
(mA) (W) (Im) (Im)
250maA W 11w 829 Im 1223 Im
350maA, 12w 15W 1213 Im 14608 Im
LIGH I A LLIANCE Disclaimer:
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Component manufacturer data is used and could vary +-10%
We reserve the right to amend or change data without prior notification.

E&OE
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