
OUTDOOR

MONO
Introducing the MONO solar
post-top light – efficient, durable,
and solar-powered for off-grid
lighting. With advanced MPPT
charging, smart control modes,
and a high-performance lithium
battery backup, it's designed for
consistent performance in a
range of outdoor applications.

SOLAR



MONO

OUTDOOR

IP
66

PRODUCT SPECIFICATIONS

APPLICATIONS
Public Buildings
Parks
Walkways
Commercial Developments

LED Driver
Input Voltage
Dimming Options
Flicker Rating
Low Ripple Current
Light Source
Power Factor
Available CCT
CRI
Lifetime
Application Temperature
Charging Time
Warranty

Internal
220-240 V
None
< 5%
Yes
LED
> 0.9
3000K, 4000K, 5000K
> 80
Up to 50 000 hours
-10°C to 50°C
5 - 7 Hours
4 Years - T’s & C’s apply

IP Rating
Housing Material
Finish
Battery Life
Mounting

66
Die Cast Aluminium
Black
LiFePo4 battery > 2000 Cycles
Pole Mount

Luminaire
Wattage

Output
(Lumens)

Colour
Temperature

Battery
(V / AH)

CRI        
Rating Dimensions Reference Code

30 3000 4000K 3.2V / 45AH >80 LAMS-030-4K

Beam Angle

120°Refer to sketch above

Component manufacturer data is used and could vary +-10%
We reserve the right to amend or change data without prior notification.
E&OE
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	LED
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	CRI
	4000K
	3.2V / 45AH
	LAMS-030-4K




